




















FE-model of buttocks

• Wölfel Beratende 
Ingenieure GmbH

• Casimir/Automotive
• Non-linear model• Non-linear model
• Automotive seating
• Vibration analysis



Casimir FE-model of buttocks

• Continuum model
– Bones
– Soft tissue
– Muscles for posture– Muscles for posture

• Strain results depends 
on positioning in the 
chair



Interface

Seated AnyBody Model

• Depends on posture incl. 
muscles

• Calculate reaction forces

Casimir/Automotive

• Detailed tissue strain
• Depend on boundary 

condition
• Fast calculations

• No soft tissue • Depend on boundary 
conditions



Interface

Gravity only Gravity and 80N shear force

Preliminary Example



Interface

• Work in progress
• Geometry (Casimir)
• Material Properties (Casimir)
• Boundary conditions (Anybody) • Boundary conditions (Anybody) 
• Mesh refinement

– Tissue strains

Relate posture with tissue strain



Tissue strain

• Cells die due to deformation
– What type of deformation?
– Tissue is nearly incompressible

• Water balloon analog• Water balloon analog

Compression

Tension Shear

Hydrostatic



Mechanical tests of cells

Gawlitta, D. (2007)Breuls, RGM. (2003)



• Early study show 
similar results

• Pressure cuff 
around rat leg

Mechanical tests of cells

around rat leg
– Point load
– Hydrostatic



The road of pressure ulcers

Reaction forces
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